
© Copyright Transmotec info@transmotec.com
US: +1-339-234-9200
EU: +46 8 792 35 30Page 21TRANSMOTEC

www.transmotec.com

B5755  /  Ø 57mm

DRAWING
(mm)

PHOTO

PHASE U RED

PHASE V BRN PHASE WBLK

THREE-PHASE CONNECTING
STAR CONNECTION

HALL CONNECTING

HU HV HW
HALL +5V BLU

HALL GND GRN

BRNYEL RED

HALL CONNECTING MODEL NO. DESIGNATION

VOLTAGEMODEL

Example: B5755-12

-

MOTOR DATA

Units B5755-24 Units B5755

Nominal voltage V 24 Ambient temperature °C -15-...+40

Nominal power W 52 Max. permissible winding temperature °C 130

No load speed rpm 5400 Max. permissible speed rpm 13000

No load current mA 500 Radial play mm@g 0.025@460

Nominal speed rpm 4000 Max. axial load (dynamic) N 15

Nominal torque mNm 110 Max. radial loading, 10 mm from flange N 15

Nominal current A 2.17 Number of pole pairs 2

Stall torque mNm 330 Number of phases 3

Max. efficiency % 75 Weight g 500

Terminal resistance phase to phase Ω 0.82

Terminal inductance phase to phase mH 2.3

Torque constant mNm / A 38.7

Rotor inertia gcm2 75
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